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VERTICAL POST, TYP.

GROUND SCREW,

AMERICAN GROUND

SCREW MODEL 3 (76MM)

OR EQUIVALENT

GROUND SCREW

DEPTH

GROUND SCREW

LENGTH, VARIES

VERTICAL POST INSTALLED

INTO GROUND SCREW AND

HARDWARE TIGHTENED PER

MANUFACTURER SPECIFICATIONS.

INSTALL GROUND SCREW PER ESR-4226

6" MAX

VERTICAL POST, TYP.

SLOPED GRADE,

TYP.

4" TYP. HEIGHT

ABOVE GRADE

OPTIONAL:

FORM TOP OF PIER 4"

TYPICAL ABOVE GRADE

WITH 8" SONATUBE

CONCRETE PIERS

CONCRETE: 2,500

PSI MIN.

PIER DIAMETER

12" MIN, TYP.

PIER DEPTH

5 FEET

TO "CLEAR"

EXISTING STRUCTURE:

• ROOF SURFACE

• CONCRETE PAD

• OTHER COMPATIBLE STRUCTURE

 

(S200 SPAN TABLES NOT APPLICABLE TO

ROOF MOUNT INSTALLATION. SITE SPECIFIC

ENGINEERING MAY BE REQUIRED)

RAFTER, TYP.

SHEATHING, TYP.

SECURE FLANGES

TO SURFACE USING

APPROPRIATE HARDWARE

TO RESIST PULL OUT

FORCES OF 800 LBS

ATTACH SPEED RAIL OR EQUIVALENT

FLANGES TO BOTTOM OF VERTICAL SUPPORT

POSTS OR WELD 0.25" PLATE TO BOTTOM OF

VERTICAL POSTS TO CREATE FLANGE SURFACE

VERTICAL POST, TYP.

GRADE, TYP.

(GROUND MOUNT TABLES ASSUME SOIL

TO HAVE A MINIMUM BLOW COUNT OF 13)

OPTIONAL:

FORM TOP OF PIER 4"

TYPICAL ABOVE GRADE

WITH 8" SONATUBE

CONCRETE PIERS

CONCRETE: 2,500

PSI MIN.

VERTICAL POST, TYP.

4" TYP. HEIGHT

ABOVE GRADE

PIER DEPTH

PIER DIAMETER

12" MIN, TYP.

PIPE MUST BE INSERTED 18" MIN

INTO GROUND SCREW


