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SNAPNRACK ULTRA RAIL STANDARD STANDOFF 

ON 4-HOLE BASE MOUNTED TO FLAT RAFTER

 

REFER TO SNAPNRACK ENGINEERING CHARTS 

FOR APPLICABLE RAIL SPANS. "BIN" NUMBER ON 

CHART SHOULD MATCH "BIN" NUMBER ON THIS 

DRAWING:

*BIN 5 WHEN INSTALLED WITH 5 

1

2" STANDOFF

*BIN 6 WHEN INSTALLED WITH 8 

1

2" STANDOFF

 

1

4"Ø S.S. LAG SCREWS MUST EMBED A MIN. OF 

1" INTO FLAT RAFTER

 

REFER TO SNAPNRACK INSTALLATION MANUAL 

FOR 

 5

16"Ø HARDWARE TORQUE SPECIFICATIONS

 

RAILS CAN MOUNT UPLSOPE OR DOWNSLOPE OF

THE STANDOFF SHAFT

 

FOR LEVELING DETAILS, REFER TO SNAPNRACK 

DETAIL DRAWING "SNR-DC-00334 ULTRA RAIL, 

COMPONENT DETAIL, LEVELING SPACER ON 

STANDOFF"

 

**A POURED SEALANT-STYLE FLASHING MAY BE 

USED WITH SNAPNRACK STANDOFFS AS AN 

ALTERNATIVE TO CONE FLASHINGS WHEN 

INSTALLED PER THE MANUFACTURER'S 

SPECIFICATIONS ON LOW-SLOPE ROOF 

SURFACES

FLAT RAFTER,

TYP.

COVER FLASHING WITH SNAPNRACK

RAIN COLAR AND SEAL WITH AN

APPROPRIATE ADHESIVE ROOF SEALANT

**FLASH POST WITH STANDARD 

GLAVANIZED STEEL ROOF 

FLASHINGS FOR 1" DIAMETER

VENT PIPE. TRIM FLASH FLASHING

BASE WHEN APPROPRIATE.

ROOF DECKING, TYP.

MIN. 1" EMBEDMENT

SNAPNRACK SPRING

FOR ULTRA RAIL

QTY (4) 1/4"Ø S.S. LAG SCREWS

FLAT RAFTER,

TYP.

5

16"Ø SPLIT LOCK WASHER, S.S.

SNAPNRACK STANDOFF SHAFT,

STANDARD (HEIGHT VARIES)

SEAL PENETRATION AND BASE

WITH APPROPRIATE ROOF SEALANT

SNAPNRACK STANDOFF BASE,

4-HOLE, TYP.

SNAPNRACK

ULTRA RAIL

SNAPNRACK ULTRA MOUNT, TAPPED

SNAPNRACK ULTRA MOUNT, THRU

5

16"Ø X 3" BOLT S.S.

SNAPNRACK SPRING CAGE

FOR ULTRA RAIL

SNAPNRACK STANDOFF CLAMP

SNAPNRACK RUBBER RAIN COLLAR

(INSTALLS OVER FLASHING CONE

WHEN CONE FLASHING IS USED)

SNAPNRACK

ULTRA RAIL

1

4

" BASE THICKNESS

8

1

2

" STANDOFF

SHAFT SHOWN.

LENGTH VARIES

MODULE HEIGHT OFF ROOF, RANGE:

UR-40: 8

7

8

" - 10"

UR-60: 9

1

2

" - 10

5

8

"

(SHOWN FOR 8

1

2

" STANDOFF SHAFT,

ADJUST PER SHAFT LENGTH)


