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EMBED 5

16" UMBRELLA LAG SCREW 2-1/2" INTO THE ROOF 

STRUCTURAL MEMBER / RAFTER

 

FOR TORQUE SPECIFICATIONS SEE INSTALLATION MANUAL

ROOF RAFTER (TYP.)

ROOF ATTACHMENTS SHALL

BE EMBEDDED INTO

ROOF RAFTERS OR OTHER

STRUCTURAL MEMBERS

ROOF SHEATHING, UNDERLAYMENT,

AND ROOFING MATERIAL (TYP.)

ROOF DECKING

ROOFING MATERIAL

ROOFING

MATERIAL

2-1/2" MIN. EMBEDMENT

INTO RAFTER OR

STRUCTURAL MEMBER

COMP FLASHING

RAFTER

ROOF SHEATHING

FLASHING SHOULD NOT EXTEND

PAST END OF SHINGLE COURSE

5

16" S.S. UMBRELL LAG SCREW

2-

1

2" MINIMUM EMBEDMENT

FLASHTRACK COMP

5

16" S.S. UMBRELLA LAG SCREW

FLASH TRACK SHOULD BE INSTALLED PARALLEL TO RAFTER

FLASHTRACK

COMP

FLASHTRACK

COMP

COMP FLASHING

(HATCHED)

UMBRELLA GASKET

(SHADED GRAY)

ROOFING

MATERIAL

COMP FLASHING

SLIP FLASHING UNDER

SHINGLE ABOVE

PILOT HOLE


